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What is a common mode choke? A common mode choke is an
inductor used to prevent unwanted high frequency electric signals,
and energy, from being transmitted along undesired paths or into
inappropriate parts of an electric motor, circuit or system.
CoolBLUE® inductive absorbers act like a common mode choke by
absorbing the high frequency noise, so you can maximize
equipment reliability, reduce maintenance costs, and avoid
unscheduled downtime.

THE BEST SOLUTION FOR SOLVING
BEARING FLUTING AND NOISE ISSUES

INTERESTED? CALL 877.467.6372



Each kit comes with the appropriate size and number of Nanotech® cores  
based upon HP rating of the VFD and length of power cable between drive 
and motor.

Each CMC core comes along with a thermal temp dot on each core for 
over temperature monitoring.

Each kit also includes full installation instructions and a Nanotech® sticker.

THE BEST SOLUTION FOR SOLVING
BEARING FLUTING AND NOISE ISSUES

NANOTECH® KIT SELECTION GUIDE

VFD SIZE	
Cable Length (ft)	 Cable Length (ft)	 Cable Length (ft)	 Cable Length (ft)

	 1 - 150	 151 - 300	 301 - 450	 451+

UP TO 1HP	 OKIT.0-1HP-150	 OKIT.0-1HP-300	 OKIT.0-1HP-450	 OKIT.0-1HP-451+

1.1 - 10HP	 OKIT1.1-10HP-150	 OKIT1.1-10HP-300	 OKIT1.1-10HP-450	 OKIT1.1-10HP-451+

11 - 40HP	 OKIT11-40HP-150	 OKIT11-40HP-300	 OKIT11-40HP-450	 OKIT11-40HP-451+

41 - 50HP	 OKIT41-50HP-150	 OKIT41-50HP-300	 OKIT41-50HP-450	 OKIT41-50HP-451+

51 - 100HP	 OKIT51-100HP-150	 OKIT51-100HP-300	 OKIT51-100HP-450	 OKIT51-100HP-451+

101 - 428HP	 OKIT101-428HP-150	 OKIT101-428HP-300	 OKIT101-428HP-450	 OKIT101-428HP-451+

429 - 1631HP	 RKIT429-1631HP-150	 RKIT429-1631HP-300	 RKIT429-1631HP-450	 RKIT429-1631HP-451+

1632HP+	 OKIT1632+HP-150	 OKIT1632+HP-300	 OKIT1632+HP-450	 OKIT1632+HP-451+
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